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                                             Bellaire (BEL) 

 

 

                                                                                                              
                                                                                                                       RR DF 
 
 
 
                                                                                                                                              Slab DF 
            Square (SRP)        Arch (ARP)            Cathedral  (CRP) 
 
Door Specifications 

·  7.5" (190mm) minimum width 
·  7.5" (190mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 
Drawer Specifications  

·  7.5" x 5.375" (190mm x 137mm) minimum size for drawer front 
·  7.5" x 2" (190mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Bellaire (raised panel) or as a slab  
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Bellaire drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 
Mullion Door Specifications  

·  Mullion doors are available as square, arch or cathedral raised panels  
·  Bellaire mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 
Other Specifications  

·  Finger pulls available 
·  Available in all colors 

 
All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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                                             Captiva (CAP) 
 
 
 
 
 
 
                                                                                                                         RR DF 
 
 
 
                                                                                                                        Slab DF 
 
         Square (SRP)          Arch (ARP)          Cathedral (CRP) 
 
Door Specifications  

·  7.5" (190mm) minimum width 
·  7.5" (190mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  7.5" x 5.375" (190mm x 137mm) minimum size for drawer front 
·  7.5" x 2" (190mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Captiva (raised panel) or as a slab  
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Captiva drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 

Mullion Door Specifications  
·  Mullion doors are available as square, arch or cathedral raised panels  
·  Please select SRP or ARP or CRP in Mullion door section of AWD order form. 
·  If selection is not mode on order form and if door order does not contain Arched or  
     Cathedral doors, mullion doors will default to Square Raised Panel configuration. 
·  If door order does contain Arched or Cathedral doors, mullion doors will default to Arched  
     or Cathedral Raised Panel accordingly. 
·  Captiva mullion doors have square inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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                                             Daytona (DAY) 
 
 
 
 
 
 
                                                                                                                        RR DF 
 
 
 
                                                                                                                        Slab DF 
 
         Square (SRP)          Arch (ARP)          Cathedral (CRP) 
 
Door Specifications  

·  7.5" (190mm) minimum width 
·  7.5" (190mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  7.5" x 5.375" (190mm x 137mm) minimum size for drawer front 
·  7.5" x 2" (190mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Daytona (raised panel) or as a slab  
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Daytona drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 

Mullion Door Specifications  
·  Mullion doors are available as square, arch or cathedral raised panels  
·  Please select SRP or ARP or CRP in Mullion door section of AWD order form. 
·  If selection is not mode on order form and if door order does not contain Arched or  
     Cathedral doors, mullion doors will default to Square Raised Panel configuration. 
·  If door order does contain Arched or Cathedral doors, mullion doors will default to Arched  
      or Cathedral Raised Panel accordingly. 
·  Daytona mullion doors have square inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness.
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                                             Doral (DOR) 

                                     

 
 
                                                                                                              
                                                                                                                        RR DF 
 
 
 
                                                                                                                                               Slab DF 
            Square (SRP)        Arch (ARP)            Cathedral  (CRP) 
 

Door Specifications  
·  7.75" (197mm) minimum width 
·  7.75" (197mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  7.75" x 5.75" (197mm x 147mm) minimum size for drawer front 
·  7.75" x 2" (197mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Doral (raised panel) or as a slab  
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Doral drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 

Mullion Door Specifications  
·  Mullion doors are available as square, arch or cathedral raised panels  
·  Please select SRP or ARP or CRP in Mullion door section of AWD order form. 
·  If selection is not mode on order form and if door order does not contain Arched or  
     Cathedral doors, mullion doors will default to Square Raised Panel configuration. 
·  If door order does contain Arched or Cathedral doors, mullion doors will default to Arched  
      or Cathedral Raised Panel accordingly. 
·  Daytona mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness.
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                                             Hollywood (HOL) 
 
 
 
 
 
 
                                                                                                                        RR DF 
 
 
 
                                                                                                                        Slab DF 
 
         Square (SRP)          Arch (ARP)          Cathedral (CRP) 
 
Door Specifications  

·  7.5" (190mm) minimum width 
·  7.5" (190mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  7.5" x 4.875" (190mm x 124mm) minimum size for drawer front 
·  7.5" x 2" (190mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Hollywood (raised panel) or as a slab  
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Hollywood drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 

Mullion Door Specifications  
·  Mullion doors are available as square, arch or cathedral raised panels  
·  Please select SRP or ARP or CRP in Mullion door section of AWD order form. 
·  If selection is not mode on order form and if door order does not contain Arched or  
     Cathedral doors, mullion doors will default to Square Raised Panel configuration. 
·  If door order does contain Arched or Cathedral doors, mullion doors will default to Arched  
      or Cathedral Raised Panel accordingly. 
·  Bellaire mullion doors have square inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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                                             Key Largo (KEY) 
 
 
 
 
 
 
                                                                                                                        RR DF 
 
 
 
                                                                                                                        Slab DF 
 
         Square (SRP)          Arch (ARP)          Cathedral (CRP) 
 
Door Specifications  

·  7.5" (190mm) minimum width 
·  7.5" (190mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  7.5" x 5.75" (190mm x 147mm) minimum size for drawer front 
·  7.5" x 2" (190mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Key Largo (raised panel) or as a slab  
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Key Largo drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 

Mullion Door Specifications  
·  Mullion doors are available as square, arch or cathedral raised panels  
·  Please select SRP or ARP or CRP in Mullion door section of AWD order form. 
·  If selection is not mode on order form and if door order does not contain Arched or  
     Cathedral doors, mullion doors will default to Square Raised Panel configuration. 
·  If door order does contain Arched or Cathedral doors, mullion doors will default to Arched  
     or Cathedral Raised Panel accordingly. 
·  Key Largo mullion doors have square inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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                                             Las Olas (LAS) 
 

 
 
 
 
 
                                                                                                                        RR DF 
 
 
 
                                                                                                                       Slab DF 
 
         Square (SRP)          Arch (ARP)          Cathedral (CRP) 
 

Door Specifications  
·  8" (203mm) minimum width 
·  8" (203mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  8" x 5.5" (203mm x 140mm) minimum size for drawer front 
·  8" x 2" (203mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Las Olas (raised panel) or as a slab 
·  Las Olas drawer front profiling may differ slightly from doors. Please view examples.  
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Key Largo drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 

Mullion Door Specifications  
·  Mullion doors are available as square, arch or cathedral raised panels  
·  Please select SRP or ARP or CRP in Mullion door section of AWD order form. 
·  If selection is not mode on order form and if door order does not contain Arched or  
     Cathedral doors, mullion doors will default to Square Raised Panel configuration. 
·  If door order does contain Arched or Cathedral doors, mullion doors will default to Arched  
     or Cathedral Raised Panel accordingly. 
·  Key Largo mullion doors have square inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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                                             Martinique (MAR) 

                                     

 
 
                                                                                                              
                                                                                                                       RR DF 
 
 
 
                                                                                                                                              Slab DF 
            Square (SRP)        Arch (ARP)            Cathedral  (CRP) 
 

Door Specifications  
·  7.5" (190mm) minimum width 
·  7.5" (190mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  7.5" x 5.25" (190mm x 133mm) minimum size for drawer front 
·  7.5" x 2" (190mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Martinique (raised panel) or as a slab 
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Key Largo drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 

Mullion Door Specifications  
·  Mullion doors are available as square, arch or cathedral raised panels  
·  Please select SRP or ARP or CRP in Mullion door section of AWD order form. 
·  If selection is not mode on order form and if door order does not contain Arched or  
     Cathedral doors, mullion doors will default to Square Raised Panel configuration. 
·  If door order does contain Arched or Cathedral doors, mullion doors will default to Arched  
     or Cathedral Raised Panel accordingly. 
·  Key Largo mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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                                             Montego (MON) 

                                     

 
 
                                                                                                              
                                                                                                                        RR DF 
 
 
 
                                                                                                                                              Slab DF 
            Square (SRP)        Arch (ARP)            Cathedral  (CRP) 
 

Door Specifications  
·  8" (203mm) minimum width 
·  8" (203mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  8" x 6" (203mm x 152mm) minimum size for drawer front 
·  8" x 2" (203mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Montego (raised panel) or as a slab 
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Montego drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 

Mullion Door Specifications  
·  Mullion doors are available as square, arch or cathedral raised panels  
·  Please select SRP or ARP or CRP in Mullion door section of AWD order form. 
·  If selection is not mode on order form and if door order does not contain Arched or  
     Cathedral doors, mullion doors will default to Square Raised Panel configuration. 
·  If door order does contain Arched or Cathedral doors, mullion doors will default to Arched  
     or Cathedral Raised Panel accordingly. 
·  Key Largo mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser 
\awareness.
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                                             Nassau (NAS) 

                                     

 
 
                                                                                                              
                                                                                                                        RR DF 
 
 
 
                                                                                                                                              Slab DF 
            Square (SRP)        Arch (ARP)            Cathedral  (CRP) 
 

Door Specifications  
·  7.75" (197mm) minimum width 
·  7.75" (197mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  7.75" x 5.5" (197mm x 140mm) minimum size for drawer front 
·  7.75" x 2" (197mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Nassau (raised panel) or as a slab 
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Montego drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 

Mullion Door Specifications  
·  Mullion doors are available as square, arch or cathedral raised panels  
·  Please select SRP or ARP or CRP in Mullion door section of AWD order form. 
·  If selection is not mode on order form and if door order does not contain Arched or  
     Cathedral doors, mullion doors will default to Square Raised Panel configuration. 
·  If door order does contain Arched or Cathedral doors, mullion doors will default to Arched  
     or Cathedral Raised Panel accordingly. 
·  Nassau mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness.
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                                             Palm Beach (PAL) 
 
 
 
 
 
 
                                                                                                                         
 
 
 
                                                                                                                        
 
         Square (SRP)                   RR DF                         Slab DF 
 
 
Door Specifications  

·  8.875" (225mm) minimum width 
·  8.875" (225mm) minimum height 
·  Palm Beach is available in Square panels only 
·  Woodgrains on all door styles are pressed with grain running vertically  

 
Drawer Specifications  

·  8.875" x 6" (225mm x 152mm) minimum size for drawer front 
·  8.875" x 2" (225mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Palm Beach (raised panel) or as a slab  
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Palm Beach drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 
Mullion Door Specifications  

·  Mullion doors are available as square panels only 
·  Palm Beach mullion doors have square inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 
Other Specifications  

·  Finger pulls available 
·  Available in all colors  

 
All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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                                             Pompano (POM) 

                                     

 
 
                                                                                                              
                                                                                                                        RR DF 
 
 
 
                                                                                                                                              Slab DF 
            Square (SRP)        Arch (ARP)            Cathedral  (CRP) 
 
Door Specifications  

·  7.5" (190mm) minimum width 
·  7.5" (190mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  7.5" x 5.375" (190mm x 137mm) minimum size for drawer front 
·  7.5" x 2" (190mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Pompano (raised panel) or as a slab 
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Pompano drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 

Mullion Door Specifications  
·  Mullion doors are available as square, arch or cathedral raised panels  
·  Please select SRP or ARP or CRP in Mullion door section of AWD order form. 
·  If selection is not mode on order form and if door order does not contain Arched or  
     Cathedral doors, mullion doors will default to Square Raised Panel configuration. 
·  If door order does contain Arched or Cathedral doors, mullion doors will default to Arched  
     or Cathedral Raised Panel accordingly. 
·  Pompano mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness.
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                                             San Marco (SAN) 
 
 
 
 
 
 
                                                                                                                        RR DF 
 
 
 
                                                                                                                       Slab DF 
 
         Square (SRP)          Arch (ARP)          Cathedral (CRP) 
 
Door Specifications  

·  8.125" (206mm) minimum width 
·  8.125" (206mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  8.125" x 5.875" (206mm x 150mm) minimum size for drawer front 
·  8.125" x 2" (206mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as San Marco (raised panel) or as a slab 
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on San Marco drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 

Mullion Door Specifications  
·  Mullion doors are available as square, arch or cathedral raised panels  
·  Please select SRP or ARP or CRP in Mullion door section of AWD order form. 
·  If selection is not mode on order form and if door order does not contain Arched or  
     Cathedral doors, mullion doors will default to Square Raised Panel configuration. 
·  If door order does contain Arched or Cathedral doors, mullion doors will default to Arched  
     or Cathedral Raised Panel accordingly. 
·  San Marco mullion doors have square inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness.
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                                            Shaker  

 

 

                                                                                                                                    Shaker DF 

 

 
                                                                                                                                      Slab DF 
 
         Shaker                  Shaker                  Shaker                   Shaker 
         Abacoa (SHA)      Bahama (SHB)     Maratho n (SHM)    Naples (SHN) 
 
Door Specifications  

·  7.25" (185mm) minimum width 
·  7.25" (185mm) minimum height 
·  Square raised panels available. Arch or cathedral raised panels are not available in Shaker  
·  Woodgrains on all door styles are pressed with grain running vertically  

 
Drawer Specifications  

·  7.25" x 5" (185mm x 127mm) minimum size for drawer front 
·  Drawer fronts available as Shaker (recessed panel) or as a slab 
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Shaker drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 
Mullion Door Specifications  

·  Arch or cathedral configurations are not available in Shaker mullion doors  
·  Shaker mullion doors have square inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 
Other Specifications  

·  Finger pulls available 
·  Available in all colors  

 
All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 



                                                                                                                     DOOR DESIGN – “WELLINGTON”  
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                                             Wellington (WEL) 
 
 
 
 
 
 
                                                                                                                         
 
 
 
                                                                                                                        
 
         Square (SRP)                   RR DF                         Slab DF 
 
 
Door Specifications  

·  8" (204mm) minimum width 
·  8" (204mm) minimum height 
·  Wellington is available in Square panels only 
·  Woodgrains on all door styles are pressed with grain running vertically  

 
Drawer Specifications  

·  8" x 5.75" (204mm x 130mm) minimum size for drawer front 
·  8" x 2" (204mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Wellington (raised panel) or as a slab  
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Wellington drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 
Mullion Door Specifications  

·  Mullion doors are available as square panels only 
·  Wellington mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 
Other Specifications  

·  Finger pulls available 
·  Available in all colors  

 
All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 



                                                                                                                               DOOR DESIGN – “WESTON”  
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                                             Weston (WES) 

                                     

 
 
                                                                                                              
                                                                                                                        RR DF 
 
 
 
                                                                                                                                              Slab DF 
            Square (SRP)        Arch (ARP)            Cathedral  (CRP) 
 
Door Specifications  

·  7.625" (194mm) minimum width 
·  7.625" (194mm) minimum height 
·  Square, arch or cathedral raised panels are available 
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  7.625" x 5.5" (194mm x 130mm) minimum size for drawer front 
·  7.625" x 2" (194mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Weston (raised panel) or as a slab  
·  Raised panel drawer fronts typically have 2 reduced rails each measuring about 1" tall  
·  Woodgrains on Weston drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 

Mullion Door Specifications  
·  Mullion doors are available as square, arch or cathedral raised panels  
·  Please select SRP or ARP or CRP in Mullion door section of AWD order form. 
·  If selection is not mode on order form and if door order does not contain Arched or  
     Cathedral doors, mullion doors will default to Square Raised Panel configuration. 
·  If door order does contain Arched or Cathedral doors, mullion doors will default to Arched  
     or Cathedral Raised Panel accordingly. 
·  Weston mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser  
Awareness 



 


