
                                                                                                  DOOR DESIGN – PICTURES-SLAB DOORS  
 
 P.O. Box 73,  Third & Ash St.  Pottsville, AR  72858 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
    
 
Telephone:   479.968.5486 Fax:   479.968.2934   email:  info@arkansaswooddoors.com 

 

 

 

 

 

 

 

 

 



                                                                                                                     DOOR DESIGN – “BAL HARBOR”  
 
 
 P.O. Box 73,  Third & Ash St.  Pottsville, AR  72858 

 
 

    
 
Telephone:   479.968.5486 Fax:   479.968.2934   email:  info@arkansaswooddoors.com 

 

   

                                             Bal Harbor (BAH) 

 

 

 

 
             Bal Harbor          Bal Harbor DF              Slab DF     
 
 
Door Specifications  

·  5" (127mm) minimum width (minimum required width for 3 lines) 
·  5" (127mm) minimum height 
·  Vertical lines are spaced 1½" each from center of door, and 3" across door face 
·  Square, arch or cathedral raised panels are not available in Bal Harbor 
·  Woodgrains on all door styles are pressed with grain running vertically  
 

Drawer Specifications  
·  5" x 2" (127mm x 51mm) minimum size for drawer front 
·  5" x 2" (127mm x 51mm) minimum size for slab drawer front 
·  Vertical lines are spaced 1½" each from center of drawer and 3" across drawer front 
·  Drawer front lines may not line up with doors unless both are same size 
·  Special sink fronts are not available (recommend 2 drawer fronts in these applications) 
·  Woodgrains on Bal Harbor drawer fronts are pressed with grain running vertically 
·  Horizontal graining is available upon request 
 

Mullion Door Specifications  
·  There are no lines on Bal Harbor Mullion Doors 
·  Arch or cathedral configurations are not available in Bal Harbor mullion doors 
·  Bal Harbor mullion doors have square inside corners on the individual lites 
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 
 

Other Specifications  
·  Finger pulls available 
·  Available in all colors  
 

All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness.
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                                             Bimini (BIM) 

 

 

 
 
 
                Bimini                   Slab DF 
 
Door Specifications  

·  5" (127mm) minimum width 
·  5" (127mm) minimum height 
·  Square, arch or cathedral raised panels are not available in Bimini  
·  Woodgrains on all door styles are pressed with grain running vertically  

 
Drawer Specifications  

·  5" x 2" (127mm x 51mm) minimum size for drawer front 
·  Drawer fronts available as as Bimini (slab) only  
·  Woodgrains on Bimini drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 
Mullion Door Specifications  

·  Arch or cathedral configurations are not available in Bimini mullion doors  
·  Bimini mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 
Other Specifications  

·  Finger pulls available 
·  Available in all colors  

 
All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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                                            Biscayne (BIS) 
 
 
 
 
                                           Biscayne  DF              Slab DF 
 
 
 
                                                                “K” DF 
 
 
 
             Biscayne                                   “W” DF 
 
Door Specifications  

·  7" (178mm) minimum width 
·  7" (178mm) minimum height 
·  Square, arch or cathedral raised panels are not available in Biscayne  
·  Woodgrains on all door styles are pressed with grain running vertically  

 

Drawer Specifications  
·  7" x 2" (178mm x 51mm) minimum size for drawer front 
·  7" x 2" (178mm x 51mm) minimum size for slab drawer front 
·  Drawer fronts available as Biscayne (with 3 lines) or as a slab 
·  Also available, type "W" and type "K" drawer fronts may be ordered for use in applications  
      as sink fronts. These special fronts include a 1/8" offset between the two sets of lines for 
      alignment of doors underneath. Actual size of part ordered will not be altered  
·  Woodgrains on Biscayne drawer fronts are pressed with grain running vertically  
·  Woodgrains on slab drawer fronts are pressed with grain running horizontally  
·  Reverse graining is available upon request 

 

Mullion Door Specifications  
·  Arch or cathedral configurations are not available in Biscayne mullion doors  
·  Bellaire mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 
Other Specifications  

·  Finger pulls available, and always routed on top and bottom edges  
·  Available in all colors  

All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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            Gulfstream               Slab DF 
 
Door Specifications  

·  5" (127mm) minimum width 
·  5" (127mm) minimum height 
·  Square, arch or cathedral raised panels are not available in Gulfstream  
·  Woodgrains on all door styles are pressed with grain running vertically  

 
Drawer Specifications  

·  5" x 2" (127mm x 51mm) minimum size for drawer front 
·  Drawer fronts available as as Gulfstream (slab) only  
·  Woodgrains on Gulfstream drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 
Mullion Door Specifications  

·  Arch or cathedral configurations are not available in Gulfstream mullion doors  
·  Gulfstream mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 
Other Specifications  

·  Finger pulls available 
·  Available in all colors  

 
All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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           Islamorada                 Slab DF 
 
Door Specifications  

·  5" (127mm) minimum width 
·  5" (127mm) minimum height 
·  Square, arch or cathedral raised panels are not available in Islamorada  
·  Woodgrains on all door styles are pressed with grain running vertically  

 
Drawer Specifications  

·  5" x 2" (127mm x 51mm) minimum size for drawer front 
·  Drawer fronts available as as Islamorada (slab) only  
·  Woodgrains on Bimini drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 
Mullion Door Specifications  

·  Arch or cathedral configurations are not available in Islamorada mullion doors  
·  Bimini mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 
Other Specifications  

·  Available in all colors 
 
All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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             Sebring                    Slab DF 
 
Door Specifications  

·  5" (127mm) minimum width 
·  5" (127mm) minimum height 
·  Square, arch or cathedral raised panels are not available in Bimini  
·  Woodgrains on all door styles are pressed with grain running vertically  

 
Drawer Specifications  

·  5" x 2" (127mm x 51mm) minimum size for drawer front 
·  Drawer fronts available as as Sebring (slab) only  
·  Woodgrains on Sebring drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 
Mullion Door Specifications  

·  Arch or cathedral configurations are not available in Sebring mullion doors  
·  Sebring mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 
Other Specifications  

·  Finger pulls available 
·  Available in all colors  

 
All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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         South Beach                Slab DF 
 
Door Specifications  

·  5" (127mm) minimum width 
·  5" (127mm) minimum height 
·  Square, arch or cathedral raised panels are not available in South Beach  
·  Woodgrains on all door styles are pressed with grain running vertically  

 
Drawer Specifications  

·  5" x 2" (127mm x 51mm) minimum size for drawer front 
·  Drawer fronts available as as South Beach (slab) only  
·  Woodgrains on South Beach drawer fronts are pressed with grain running vertically  
·  Horizontal graining is available upon request 

 
Mullion Door Specifications  

·  Arch or cathedral configurations are not available in South Beach mullion doors  
·  South Beach mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 
Other Specifications  

·  Finger pulls available 
·  Available in all colors  

 
All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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              Sunrise                  Slab DF 
 
Door Specifications  

·  5" (127mm) minimum width 
·  5" (127mm) minimum height 
·  Square, arch or cathedral raised panels are not available in Sunrise  
·  Woodgrains on all door styles are pressed with grain running vertically  

 
Drawer Specifications  

·  5" x 2" (127mm x 51mm) minimum size for drawer front 
·  Drawer fronts available as as Sunrise (slab) only  
·  Woodgrains on Sunrise drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 
Mullion Door Specifications  

·  Arch or cathedral configurations are not available in Sunrise mullion doors  
·  Sunrise mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 
Other Specifications  

·  Available in all colors 
 
All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness. 
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               Venice                   Slab DF 
 
Door Specifications  

·  5" (127mm) minimum width 
·  5" (127mm) minimum height 
·  Square, arch or cathedral raised panels are not available in Venice  
·  Woodgrains on all door styles are pressed with grain running vertically  

 
Drawer Specifications  

·  5" x 2" (127mm x 51mm) minimum size for drawer front 
·  Drawer fronts available as as Venice (slab) only  
·  Woodgrains on Venice drawer fronts are pressed with grain running horizontally  
·  Vertical graining is available upon request 

 
Mullion Door Specifications  

·  Arch or cathedral configurations are not available in Venice mullion doors  
·  Sunrise mullion doors have radius inside corners on the individual lites  
·  Backs of mullion doors are routed ¼" deep for glass 
·  Cut out for glass should be measured upon receipt of doors (about 4" smaller than door) 
·  Routed portion of backs may be painted at an additional charge 
·  Woodgrains are always vertical on mullion doors 

 
Other Specifications  

·  Finger pulls available  
·  Available in all colors  

 
All specifications are subject to change and AWD assumes no reasonability for purchaser  
awareness.
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