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AWD has expanded its product offering to include a dramatic new series of sculptured MDF wall 
panels. Uniquely designed and engineered to enhance the creativity of the design and architectural 
professional, these panels provide a distinct alternative to traditional flat wall panels. The continuous 
flow pattern of each design allows for sequentially matched panels ranging from 48 X 96 inch full 
panels to custom sized specifications to accommodate most any application. The sculptured panels 
are available in standard high density fiberboard as well as Medite-FR (Fire Rated) and Medite Aries 
(sustainable design fiberboard formaldehyde free). Both Medite substrates are Leeds and F.S.C. 
certified. Standard panel thickness is either ¾ or 1 inch; please refer to the specification information 
that is provided for each pattern to determine all options including important specifics regarding depth 
and height of finished products. Color and finishing options, combined with the diversity of custom 
sizing. Sculptured panels are available in 48 R.T.F.(rigid thermo foil) colors that are membrane 
pressed, most of which offer a matching high pressure laminate and melamine panel. The truly 
unique option is custom paint, matched to specification in any solid, metallic or multiple colors within 
the same panel. This allows the design professional endless flexibility within the retail store fixture 
and corporate environment. Custom pictorial engraving, lettering and corporate logos can be 
replicated to specification, regardless of the complexity and color scheme, providing total freedom to 
the imagination of the creative professional.  
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Aztec                              Mayan                             Shadowbox                   Kilim anjaro               
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Appalachian                  Waikiki                           Centerline                      Sequoia                
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Cypress                         Redwood                                        
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Specifications for all panels:  

��������  Available in 4x8 sheets and custom sizes. 
��������  Available with square edges for adjoining purposes. 
��������  Contact AWD for more information. 
��������  Pattern direction and grain available horizontal or vertical (except for Appalachian, Sequoia, 
           Cypress, and  Redwood). 
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Ordering & Shipping 
 

All confirmed quotations will require a 50% deposit prior to scheduling production. We request 
a drawing of all quotations be submitted to ensure accuracy and cost calculations. All orders, 
including custom sizes, must meet a minimum of 32 square feet, which is equivalent to one full 
size panel. Quotes will be processed, pending drawing for specification, in 48 hours. Important 
information necessary to provide an accurate quote, including lead time, is Design (Maui), 
Thermofoil color (BAAL), Pattern direction (Vert or Hori) and grain direction (when applicable). 
When specifying a custom color paint match, we request a sample be provided allowing us to 
manufacture a prototype for customer approval.  
Sculptured Panels (48 x 96) and all custom sizes should be clearly depicted in drawings to 
determine the sequence of adjoining panels. All sculptured panels are manufactured with a 
standard square edge to accommodate installation. 
All quotations will include a separate line item labeled “shipping charges”. Shipping costs will 
be determined by the specific order size (crates), quantity (weight) and destination.  
AWD will assume no liability for freight damage claims once the product has left our facility. 
Any and all freight claims that occur during shipment of product are the sole responsibility of 
the buyer to negotiate settlement with the appropriate freight forwarder.  
Please forward all questions and quotations info@arkansaswooddoors.com. 
 

Recommended Installation Methods 
 

Listed below are several recommended installation methods  for sculptured wall panels. A 
licensed professional contractor should be consulted with to determine the best option 
available for your specific application. AWD will assume no liability or responsibility for 
modification or incorrect installation of any product. (Please see warranty) 
 
Z-Clips : Z-Clips may be used if there is sufficient material thickness to allow screw attachment 
of the clips to the sculptured wall panel. Panels of recommended thickness can be used for z-
clip installation. It is recommended the installer first glue wood screw cleats to the back of the 
panel and should run the panels full width to ensure support across the entire panel.  
 
Construction Mastic : High quality construction mastic (liquid nail) or equivalent can be 
applied to the back of the panels and secured on to a structurally sound surface. (Please follow 
construction mastic manufacturers’ application instructions)  
 
Direct Screw Attachment : Sculptured wall panels can be attached by screwing directly in to 
the panel back. As in the case with z-clips, the panel should be specified thick enough to 
accommodate the screws that are used.  
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Warranty Information 

 

AWD warrants its parts to be free of manufacturing defects for a period of one (1) year. Warranty 
extends to include delamination of thermofoil from substrate, and also extends to yellowing of product 
within one percent ( 1 %) of original color per year. For a more specific list of acceptable 
characteristics, contact AWD Customer Service.  

Warranty does not include, nor will any consideration be given to any damage through abuse, 
misuse, improper handling, modification or incorrect installation of products, and no other warranties 
are written or implied. 

Since custom sized panels are available, field cutting  of a finished panel (ie;thermofoil, custom paint, 
top coat) is never recommended  and will be declared as cause to void the warranty. Please see 
warranty regarding modification or incorrect installation. 

In the event a claim against the warranty is made, AWD reserves the right to inspect all product(s) as 
listed on the original invoice(s) prior to return of parts deemed defective. 

AWD will not be liable where discontinued panel designs, details, profiles or colors occur. In such 
cases it will be at AWD discretion to replace defective parts with similar or equal product. This 
warranty extends to product replacement only, and AWD assumes no liability for labor costs or other 
material costs how��  ever directly or indirectly associated with the removal and/or replacement of 
parts covered under this warranty as described above. 

AWD warrants its products with the original purchaser of goods and this warranty may not be 
assigned or transferred to any other person or entity. All claims against the warranty must be 
accompanied by the original AWD invoice. This is the entire warranty and no other warranties or 
claims against the company, whether written, verbal or implied shall be valid. 

  


